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to prevent cooling, as from this time on the supply of heat furnished by the oxidation decreases rapidly. If this condition is overlooked and the charge cools too much, it will be difficult to raise the temperature again to the proper degree.
The roasting is continued at a moderate temperature until no more heat is evolved by the oxidation of the material, after which the temperature must be raised to a cherry red. A skilled roasterman can readily determine this point by stirring the charge; if the particles thrown to the surface brighten, the roasting has not advanced far enough, but if the entire charge presents a dead and uniform red color, it shows that this part of the roasting has been completed, and that it is time for an increase in temperature. This can now be done without danger of lumping the charge, because by this time the greater part of the sulphides has been oxidized.
The increase of the temperature is necessary for two reasons: first, to hasten the oxidation of the remaining sulphides, which would require a very long time at a low temperature, and second, in order to decompose the iron salts and to convert them into the red oxide. The task for the roasterman is to convert as much as possible into the red oxide without decomposing the cupric sulphate present. Cupric sulphate resists considerable heat, more so than the ferrous salts, and it is possible to conduct the roasting in this way; but the increase of temperature requires judicious care, because if the heat is too high the cupric sulphate will be reduced to cuprous oxide, in which condition but half of the copper is soluble in diluted sulphuric acid. If crystals of cupric sulphate arc exposed to heat and air, it will be noticed that after the acid has been expelled the mass assumes a red color showing the formation of cuprous oxide. If heating is continued, it turns black by being oxidized to cupric oxide. Should cuprous oxide be formed, the amount of extractable copper will be greatly reduced. Wheix the roasting is done in a common reverberatory furnace, a mistake of this kind can be corrected by keeping the charge longer in the furnace and thus oxidizing the cuprous to cupric oxide. In a mechanical continuously discharging furnace, however, this cannot be done, but with experience and care the decomposition of the cupric sulphate can be avoided. It is of great importance that, during the whole of the roasting, air has free access into the furnace.
It is not possible to avoid the formation of lumps, especially in roasting leady matte, but if the roasting is conducted properly, these will be small, soft, porous, and consist of well roasted material. Roasted matte is always of coarser grain than the raw pulp, and for this reason as well as on account of the lumps it is necessary to pulverize the roasted material before treatment with sulphuric acid. This is best done in a Krupp ball-mill through a screen with 50 meshes to the lineal inch.
The dissolving at Argentine, Kansas, is done in eight agitating or stirIII and X.er is regained bye
